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SAWCUT, REMOVE AND
REPLACE SIDEWALK

RADII AS SHOWN
ON PLANS

MODIFY CURB

R/W LINE
VARIES

1/4” GROOVES AT 1" O.C.
FULL FACE OF RAMP

SAWCUT AND MATCH EXISTING SIDEWALK,
INSTALL 1/2" EXPANSION JOINT, ASTM

D-1751. TYPICAL 1/8"

- RAMP

TOP OF S/W ~\

TOP OF CURB—\

MATCH GUTTER
FLOWLINE

DETAIL A

TOP OF RAMP

CURB & GUTTER
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BOTTOM OF CURB WHEN FORMED
AND POURED SEPARATELY

SEE DETAIL A

0

CURB (PAID AS
PORTION OF
SIDEWALK)

X |F EXISTING CURB IS OTHER
THAN 67, ADJUST OTHER
HEIGHTS ACCORDINGLY

CONTRACTION JOINT
1" DEEP OR FORMED AND
POURED SEPARATELY

SECTION A-A

XX TR. IS ALWAYS 3"

GROOVE SLOPING RAMP FACE
(SEE DETAIL A)
NOTE:

1. CONTROL ELEVATIONS SHOWN ARE IN RELATION
TO THE GUTTER AND ARE LOCATED RADIALLY.
GUTTER ELEVATION=0

2. CURB AND GUTTER TO BE POURED MONOLITHICALLY
WITH SIDEWALK AND RAMP.
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DETAIL NO.

 City of Scottsdale
2232 ory

~Standard Details

SIDEWALK RAMP RETROFIT

DETAIL NO.

2232




